KENNETH SEITZ

MAGNETIC @ ; ;

o: KATHY SEITZ
i REPUTED OWNERS - g
l EEETY:
| . 750.00° 45288
- o o 699.91 B o 229 f 3
& __—_____—_\;_______________________" %EEE%
< — —_—— e ——— — — — 9
SEPTIC TANK
O WALL MOUNTED SECURTY LIGHT, TYP. B ’ SEPTIC SYSTEM LATERAL PPE WORK LINITS I AT Sez
o /(mwmmx.—7mm) | WORK LMTS I ] REPUTED OWNERS o
- ) D— 00 Z | - 7@ o
5 o —+—1 4,800 SF | [ < g
=< g | BUILDING P | | g g 3
2 R N 5.3
oy WAREHOUSE SAND FLTER 1 2w GEORGINA HARTMAN A
- : wfi — I | g [ REPUTED OWNER = w
» TO REMAIN OHD  OHD oD O UNDISTURBED AREA ABSORPTION ) tn -_— ulk
N (PROTECT) Q( Eulu'nﬁ e ! I Sl o :oE
o (\j,.' J\ Lispraur PAVDAENT @{ \ ) I I 8 r
S te 5 S o o L —— : A
o > - g | 70+ E .
| 4
= \t 3
>
— REMOVE & =
WUj EX. TREE s
)
~ 88.6' |T \ R 699.91' g Q 75000 =
1 o R o . B - —q e Z
° 750.00° o
- @‘I \—@ i 00" 4oa3r’ | S
;D o — — — = = e " §
O 2 CGRAVEL DRIVE 3
j> fual THERESA M KEI'CHMARK O
o GERALD P KETCHMARI w
O 8 gg REPUTED OWNERS 5
o @ & o
£ 58 5 REINFORCED NEW
e RUBBER HOSE, J5” 1. % SITE INFORMATION
% # APPLICANT:  GROUNDHOG LANDSCAPING & LAWN CARE INC.
DOUBLE STRAND #12 GAUGE P.0. BOX 407 CLARENCE CENTER, NY 14032
GALV. ANNEALED TWISTED STEEL WIRE SITE_NOTES SITE_AND BUILDING DATA: 9,:
REFER TO PAVING DETALS DRAWING MD—1 FOR SECTIONS AND DETALS | ZONING: INDUSTRIAL BUSINESS PARK
IR xsme wowwit CEDAR STAKES-3 PER TREE RELATED TO PROPOSED ASPHALT PAVEMENT AREAS INDICATED ON THE ©)
SITE PLAN. TOTAL SITE AREA: 112, 885 SF (2.59 ACRES) oz Z
BUILDING AREA: 4,800 SF E:
2. LIGHTING TO NON-GLARE SECURTY LIGHTS MOUNTED TO BUILDING AS DISTURBED AREA: 42,080 SF (0.97 ACRES) <
3" CEDAR MULCH INDICATED. o Z o
MAX. BUILDING HEIGHT: 24" (16" EAVE) ) L
3. ERIE COUNTY HIGHWAY WORK PERMIT IS REQUIRED FOR THE DRVEWAY e =
) AND STORM SEWER INLET AND PIPING WITHIN THE RIGHT OF WAY. BUILDING USAGE: 3,840 SF WAREHOUSE/STORAGE O B
» MIN. 4" DEEP SAUCER 792 SF OFFICE g
g PREEN GRANULAR WEED 4. USE SELECT FILL WITHIN 5' OF ALL DRIVEWAYS, SIDEWALKS AND 168 SF RESTROOMS —
o PREEN O FNSHED. GRADE OPEN-CUT ROADWAYS, TYP. FOR UTILITY TRENCHES. CONSTRUCTION TYPE. y N
3" CEDAR MULCH 5. LAYOUT OF BUILDING AND PARKING AREAS SHALL BE PARALLEL TO THE
SIDE PROPERTY LINES. PARKING SUMMARY
MIN. 4" DEEP SAUCER
6. SEPTIC SYSTEM LAYOUT IS SHOWN FOR GENERAL LOCATION AND WORK | WAREHOUSING/OFFICE USE — 1 SPACE PER EMPLOYEE OF MAXIMUM SHIFT,
FINISHED GRADE L — REMOVE [BURLAP. FROM TOP HALF LMITS ONLY. REFER TO APPROVED SEPTIC SYSTEM PLANS FOR DETALED 1 "PER 200 SQUARE FEET OF OFFICE 9
. REQUIREMENTS AND DIMENSIONS. Z
=
Q
VIN. 7. ALL DISTURBED AREAS WITHIN WORK LIMITS NOT COVERED By PAVEMENT | -guei SR e o REQURED PERIRS 2
RENOVE BURLAP FROM TOP OR BUILDINGS SHALL BE COVERED BY GRASS OR PLANTINGS - SEE 295 SF AT 1 PER 200 S 4 SPACES z
R LANDSCAPE PLAN FOR PROPOSED PLANTINGS. O REQURED. F SRR 3
?O::I;A%-le:aEAi zgR;TSS, TOPSOIL, 8. ALL ON-SITE AREAS BEYOND THE WORK LIMITS SHALL REMAIN PROVIDED PARKING %
?OIFI).A anTleEA? %ngs TOPSOIL, % PART MILORGANITE UNDISTURBED/BRUSH COVERED. TOTAL NO. SPACES PROVIDED: 12 SPACES z
f % PART MILORGANITE 9. PROPERTY LINE INFORMATION TAKEN FROM TOPOGRAPHIC AND BOUNDARY | HANDICAP PARKING %
\ COMPACTED SUBGRADE SURVEY PREPARED BY BISSELL, STONE ASSOCIATES ENGINEERING AND TOTAL NO. SPACES ON SITE: 12 SPACES
SECTION COMPACTED SUBGRADE SECTION LAND SURVEYING, P.C. JOB No.55934, DATED NOVEMBER 15, 2011. REQUIRED NO. SPACES PER ADA STANDARDS: 1 SPACE REVISONS
SHRUB PLANT'NG NO. HANDICAP SPACES PROVIDED: 1 SPACE _
20D TLARIRY TREE PLANTING 10. DUMPSTER PAD TO BE 6" CONCRETE ON 6" STONE SUBBASE.
NOT 10 SCALE T SOALE SETBACK REQUIREMENTS
M LEGEND BUILDING SETBACKS: REQU\F’QED: PROV\D’ED:
(STy TYPICAL PAVEMENT STRIPING, SEE DWG. CP501. BE— N 2 o3, PR o SCAE
PLANT_LIST TYPICAL HANDICAP SYMBOL MARKING, SEE DWG. cpsoi  °  PROPOSED SIGN EAST 2 [oN CrEGKED B | oTE
KEY | QTY.| BOTANICAL NAME COMMON NAME MIN. SIZE @ ' ' @ DENOTES NUMBER OF PARKING SPACES SOUTH 80 88.2 eTH 8/6/2013
PC | 2 [PYRUS CALLERYANA "BRADFORD” BRADFORD PEAR 1/2" CAL. (s3) NO PARKING ZONE (NPZ) STRIPING, SEE DWG. CPS01 PARKING/LOADING & DWG. NO.
- " . SIGN LOCATION NO.  SEE SIGN TEXT DATA STACKING _SETBACKS REQURED: ~ PROVIDED:
BS | 6 |BUXUS SEMPERVIRENS "MONRUE GREEN TOWER BOXWOOD 24" HI. TYPICAL DRIVEWAY MARKING, SEE DWG. CP501 @ SIGN TEXT NO. TABLE ON DWG. CP501 WEST 5 §9.3
P |15 ASSORTED PERENNIALS 1 GAL. CONT. NORTH 5 494.3'
TYPICAL 6” STEEL BOLLARD (AT OH DOORS), EAST 5 20
SEE DWG. CP501 SOUTH 5 g1.1" CP1 01

NOTE: UNAUTHORIZED ALTERATION OR ADDITION TO
THIS DOCUMENT IS A VIOLATION OF SECTION 7209,
PROVISION 2 OF THE NEW YORK STATE EDUCATION LAW.
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